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Noti:

Toate cerintele din Caietul de Sarcini sunt minimale si obligatorii. Specificatiile tehnice care
indicd o anumitd origine, sursd, productie, un procedeu special, o marcd de fabrica sau de
comert, un brevet de inventie, o licentd de fabricatie, sunt mentionate doar cu scopul de a
identifica cu usurinta tipurile de produs ca si concept si nu au ca efect favorizarea sau eliminarea
anumitor operatori economici sau a anumitor produse. Aceste specificatii vor fi considerate ca
avind mentiunea de «sau echivalent» iar ofertantul are obligatia de a demonstra echivalenta

produselor ofertate cu cele solicitate daci este cazul.

1. Introducere
Caietul de sarcini face parte integranti din documentatia pentru atribuirea contractului si
constituie ansamblul cerintelor pe baza cirora se elaboreazi de catre fiecare ofertant propunerea
tehnicd. Caietul de sarcini contine specificatii tehnice, care vor fi considerate ca fiind minimale.

In acest sens, orice ofertd prezentats, care se abate de la prevederile Caietului de sarcini, va fi
luatd in considerare, dar numai in mésura in care propunerea tehnica presupune asigurarea unui
nivel calitativ superior cerintelor minimale din Caietul de sarcini. Ofertele care nu satisfac
cerintele caietului de sarcini vor fi declarate oferte neconforme si vor fi respinse.

2. Necesitate
Prezentul caiet de sarcini are ca scop achizitionarea unui sistem de supraveghere video pentru
Parcarile PIT1 si PIT 2 ale Directiei de Prestari Servicii Timis.

Sistemul va asigura supravegherea video pe timp de zi si de noapte a parcarilor astfel
incat sd se realizeze detectia si identificarea oricdrei incercari de patrundere neautorizati in
zonele supravegheate, precum si monitorizarea acceselor autorizate in parcari, conform
prevederilor Legii nr.333/2003 privind paza obiectivelor, bunurilor, valorilor si protectia
persoanelor, cu modificirile si completirile ulterioare, precum si a HG nr.301/2012 pentru
aprobarea Normelor metodologice de aplicar.e a Legii nr. 333/ 2003 privind paza obiectivelor,
bunurilor, valorilor si protectia persoanelor.

In plus, este necesar ca impreuni cu sistemul si fie livrate accesoriile necesare instalarii, precum
si serviciile de executie, instalare si intrefinere.



Tabel 2.1 — Sistemul de supraveghere video Sistem alarmare impotriva efractiei

Nr. .
ert. Denumire produs Cod CPV Nr.bucati

1 | Sistem de supraveghere video e S VI SO[C 2

supraveghere
) . . 31625300-6 Sisteme de 2
2 Sistem alarmare impotriva . .
.. alarma antiefractie
efractiei

3. Cerinte privind caracteristicile tehnice

3.2.1 Cerinte generale

Toate cerintele tehnice sunt minimale si obligatorii. Toate echipamentele ofertate trebuie sa fie
compatibile cu standardele de alimentare cu energie electrica disponibile in Romania: 230V c.a.

la 50 Hz.

Toate echipamentele ofertate trebuie si fie noi si neutilizate. Ofertantii vor include in oferta,
in original, un document emis de citre producitorul echipamentelor ofertate care si certifice
cd modelele echipamentelor ofertate sunt in productie (nu sunt declarate EOL) la data ofertei.
Pentru fiecare echipament in parte se vor livra accesoriile i cablurile de conexiune necesare
functiondrii si interconectirii acestora, indiferent daca acestea au fost sau nu expres solicitate.

3.2.2 Specificatii tehnice

Specificatiile tehnice sunt prezentate in tabelul 2.2.




2.2 - Specificatii tehnice pentru sistemul de supraveghere video

2.2.1Parcare
PITINr.Ctr

Denumire

Cantitate

Descriere

1

Camera IP Bulet

12

Camera supraveghere 1P Bullet

Rezolutie 6 MP,

Focal Length & FOV

2.8 mm, horizontal FOV: 180°, vertical FOV: 81°
Image Sensor

2 x 1/2.5" Progressive Scan CMOS, Max. Resolution
3632 x 1632, Fixed focal lens,

dual lens 2.8 mm ,Supplement Light Range

Up to 40 m, (WDR) 130 dB, SNR > 52 dB, Image
Enhancement

BLC, HLC, 3D DNR, 1 RJ45 10 M/100 M self- adaptive
Ethernet port, Built-in memory

card slot, support microSD/microSDHC/microSDXC
card, up to 512 GB,

temperatura de

functionare:-30 °C to 60 °C.

Doza de Junctiune

12

Doza de junctiune pentru camera,aluminiu,alb

Suport Camera
Montaj

12

Suport prindere camera stalp, aluminiu,alb

Camera IP Bulet
ANPR

Camera supraveghere,Rezolutie ZMP,

ANPR - License Plate Recognition, low-light - powered
by DarkFighter, senzor 1/1.8"

Progressive Scan CMOS, rezolutie 1920 x 1080@ 30 fps,
iluminare Color: 0.0005 Lux

@ (F1.2, AGC ON), B/W: 0.0001 Lux @ (F1.2, AGC
ON), 0 Lux cu IR, lentila varifocala 8

- 32 mm, distanta IR 100m, 140 dB WDR/IR cut
filter/BLC/HLC/Defog/3D DNR/EIS/ ROI,

Smart feature: Blocklist and allowlist: up to 10,000
records, Captures vehicle that has

no license plate, Support license plate recognition of
motorcycles (only in checkpoint

scenario), Support vehicle attribute detection, including
vehicle type, color, brand,

etc. (City Street mode is recommended), metadata of road
traffic is supported, 5

streams, compresie H.265+, slot
microSD/microSDHC/microSDXC card, pana 256 GB,
interfata retea 1 RJ45 10 M/100 M/1000 M self-adaptive,
alarme: 2in/2out, alimentare

12 VDC si PoE, IP67, IK10, temperatura de functionare
40 °C la 60 °C;

Suport Camera
Montaj

Suport prindere camera stalp, aluminiu,alb

Card de Memorie
MicroSD

Card de Memorie MicroSD, 256GB, Adaptor SD, Class
10

Wireless Bridge

12

Wireless Bridge 5Ghz 867Mbps Skm Outdoor Wireless

5




CPE, Port Numbers:2 x Gigabit RJ45 ports,

Network Video
Recorder

NVR 16-ch IP, 16-ch synchronous

playback,

4 SATA HDD connection (up to 10 TB capacity per
HDD),

2 self-adaptive 10/100/1000 Mbps Ethernet interfaces,
Bandwidth 160 Mbps,

Network Interface 2 RJ-45 10/100/1000 Mbps self-
adaptive Ethemet interfaces,

Working Temperature -10 °C to 55 °C

HDD

—

HDD 10TB, 7.200 rpm, buffer 256 MB, pt supraveghere

10

Tablou metalic

Tablou metalic echipat

11

Switch POE

Switch POE Gigabit

16 x Gigabit PoE ports, 1 x Gigabit RJ45 port, and 1 x
Gigabit SFP fiber optical port; porturile 1-16

alimentare POE maxim 30W per port; buget total switch:
230W; PoE power

management; POE standard: IEEE 802.3, IEEE 802.3u,
IEEE 802.3x, IEEE 802.3ab,

IEEE 802.3z; material: metal; temperatura de functionare:
-10°Cla 55 °C;

dimensiuni: 440 mm X 44 mm % 220.8 mm

12

Rack

Rack de perete 12U 600mm adancime usa sticla panouri
laterale detasabile, sectiuni acces cabluri sus/jos/spate
securizare cu cheie, 1 pereche

montanti reglabili, fabricat din tabla galvanizata IP30 gri
Panou ventilatie pentru rackuri tip RUA si RBA,19, 2
ventilatoare 230V/60W cu

termostat bimetalic, flux axial

PDU 9 x prize Schuko,1U, impamantare, , 2 metri,
Aluminiu

13

UPS

UPS Smart-UPS SMT line-interactive / sinusoidala
750VA / 500W 4conectori C13

rackabil 2U, baterie APCRBC123,

cu smart conect

14

SURSA
ALIMENTARE

10

Sursa in comutatie iesire 13.8 VDC
Reglabila +15%/-5%, 5.4 A

Protectie la suprasarcina / scurtcircuit
Functie incarcare acumulator

In carcasa metalica de protectie

15

Acumulator

Acumulator 12V/7A

16

Switch

Switch 8 porturi Gigabit,8x 1000M

Ethernet port, RJ45 port, Full duplex, MDI/MDI-X
adaptive, IEEE 802.3, IEEE 802.3u,

IEEE 802.3x, Store-and-forward switching, MAC address
table: 4 K, Internal cache: 1.5

Mbits, material meta

17

PATCH CORD

Patchcord SFTP RJ45-RJ45 Cat.6A 1.5m

18

PATCH CORD

Patchcord SFTP RJ45-RJ45 Cat.6A 5m




19

Centrala de alarma

Centrala de alarma, Dual Wireless Technology: Tri-
X/Cam-X; Long RF transmission range; Voice Prompt,
Multiple configuration via Web Client, Pushes alarm
notification via SMS or Voice Call; Built-in 4520mAh
lithium backup battery pentru 12 ore; Uploads alarm
reports to ARC; SIA-DC09 Protocol, suporta ambele
formate

Contact-ID si SIA-DCS ; Support ISUP 5.0, ISAPI (SDK)
Protocols

20

Detector PIR

Detector PIR wireless, imunitate la animale

pana la 30kg, frecventa operare: 868MHz, raza detectie:
15 metri, unghi detectie:

85.9°, zone detectie: 52, transmisie: Tri-X Wireless,
criptare: AES-128 Encryption,

transmisie in camp deschis: 1600m, SEC (Smart
Environmental Control) - Advanced

digital signal processing si 3D optics, complet
configurabil la distanta prin APP, 2 x

tamper,

21

Sirene de exterior

Sirene de exterior wireless),

frecventa de operare: 868 MHz, comunicare bidirectionala
Tri-X wireless protocol,

distanta de comunica RF: 1600metri, criptare: AES-128, 2
X tamper, Strobe light

BLUE, nivel sonor: 110 dB, 3 tipuri de sonerii de alarma:
alarma la efractie, alarma la

incendiu si alarma panica, complet configurabil la distanta
prin APP, freventa

saritoare impotriva bruiajului, IP6S, temperatura de
functionare: -20

°Cla 60 °C

23

Buton de panica

Buton de panica -Telecomanda wireless, distanta
comunicare: 900m in camp deschis, frecventa de operare:
868 MHz, transmisie: Tri-X Wireless Technology,
criptare:AES-128, distanta de transmisie RF: 1000m in
camp de deschis, protectie

pentru apasare accidentala, IP54, waterproof




2.2.2 Parcare PIT 2

Nr.Ctr

Denumire

Cantitate

Descriere

1

Camera IP Bulet

10

Camera supraveghere IP Bullet

Rezolutie 6 MP,

Focal Length & FOV

2.8 mm, horizontal FOV: 180°, vertical FOV: 81°

Image Sensor

2 x 1/2.5" Progressive Scan CMOS, Max. Resolution 3632 x
1632, Fixed focal lens,

dual lens 2.8 mm ,Supplement Light Range

Up to 40 m, (WDR) 130 dB, SNR > 52 dB, Image
Enhancement

BLC, HLC, 3D DNR, 1 RJ45 10 M/100 M self- adaptive
Ethernet port, Built-in memory

card slot, support microSD/microSDHC/microSDXC card, up
to 512 GB,

temperatura de

functionare:-30 °C to 60 °C.

Doza de Junctiune

10

Doza de junctiune pentru camera,aluminiu,alb

Suport Camera
Montaj

10

Suport prindere camera stalp, aluminiu,alb

Camera IP Bulet
ANPR

Camera supraveghere,Rezolutie 2MP,

ANPR - License Plate Recognition, low-light - powered by
DarkFighter, senzor 1/1.8"

Progressive Scan CMOS, rezolutie 1920 x 1080@ 30 fps,
iluminare Color: 0.0005 Lux

@ (F1.2, AGC ON), B/W: 0.0001 Lux @ (F1.2, AGCON), 0
Lux cu IR, lentila varifocala 8

- 32 mm, distanta [R 100m, 140 dB WDR/IR cut
filter/BLC/HLC/Defog/3D DNR/EIS/ ROI,

Smart feature: Blocklist and allowlist: up to 10,000 records,
Captures vehicle that has

no license plate, Support license plate recognition of
motorcycles (only in checkpoint

scenario), Support vehicle attribute detection, including vehicle
type, color, brand,

etc. (City Street mode is recommended), metadata of road
traffic is supported, 5

streams, compresie H.265+, slot
microSD/microSDHC/microSDXC card, pana 256 GB,
interfata retea 1 RJ45 10 M/100 M/1000 M self-adaptive,
alarme: 2in/2out, alimentare

12 VDC si PoE, IP67, IK10, temperatura de functionare 40 °C
la 60 °C;

Suport Camera
Montaj

Suport prindere camera stalp, aluminiu,alb

Card de Memorie
MicroSD

Card de Memorie MicroSD, 256GB, Adaptor SD, Class 10




Wireless Bridge

11

Wireless Bridge 5Ghz 867Mbps Skm Outdoor Wireless
CPE, Port Numbers:2 x Gigabit RJ45 ports,

Network Video
Recorder

NVR 16-ch IP, 16-ch synchronous

playback, 4 SATA HDD connection (up to 10 TB capacity per
HDD),2 self-adaptive 10/100/1000 Mbps Ethernet interfaces,
Bandwidth 160 Mbps,

Network Interface 2 RJ-45 10/100/1000 Mbps self-adaptive
Ethernet

interfaces, Working Temperature -10 °C to 55 °C

HDD

HDD 10TB, 7.200 rpm, buffer 256 MB, pt supraveghere

10

Tablou metalic

Tablou metalic echipat

11

Switch POE

Switch 16 porturi POE Gigabit 16 x Gigabit

PoE ports, 1 x Gigabit RJ45 port, and 1 x Gigabit SFP fiber
optical port; porturile 1-16

alimentare POE maxim 30W per port; buget total switch:
230W; PoE power

management; POE standard: IEEE 802.3, I[EEE 802.3u, IEEE
802.3x, IEEE 802.3ab,

IEEE 802.3z; material: metal; temperatura de functionare: -10
°C la 55 °C;

dimensiuni: 440 mm x 44 mm x 220.8 mm

12

Rack

Rack de perete 12U 600mm adancime usa sticla panouri
laterale detasabile, sectiuni acces cabluri sus/jos/spate
securizare cu cheie, 1 pereche

montanti reglabili, fabricat din tabla galvanizata IP30 gri
Panou ventilatie pentru rackuri tip RUA si RBA,19, 2
ventilatoare 230V/60W cu

termostat bimetalic, flux axial

PDU 9 x prize Schuko,1U, impamantare, , 2 metri, Aluminiu

13

UPS

UPS Smart-UPS SMT line-interactive / sinusoidala 750VA /
500W 4conectori C13

rackabil 2U, baterie APCRBC123,

cu smart conect

14

SURSA
ALIMENTARE

10

Sursa in comutatie iesire 13.8 VDC
Reglabila +15%/-5%, 5.4 A

Protectie la suprasarcina / scurtcircuit
Functie incarcare acumulator

In carcasa metalica de protectie

15

Acumulator

Acumulator 12V/7A

16

Switch

Switch 8 porturi Gigabit,8x 1000M

Ethernet port, RJ45 port, Full duplex, MDI/MDI-X adaptive,
IEEE 802.3, IEEE 802.3u,

IEEE 802.3x, Store-and-forward switching, MAC address
table: 4 K, Internal cache: 1.5

Mbits, material meta

17

PATCH CORD

—
N

Patchcord SFTP RJ45-RJ45 Cat.6A 1.5m

18

PATCH CORD

Patchcord SFTP RJ45-RJ45 Cat.6A Sm

19

PATCH CORD

Patchcord SFTP RJ45-RJ45 Cat.6A 10m

20

Centrala de alarma

— NN

Centrala de alarma, Dual Wireless Technology: Tri-X/Cam-X;
Long RF transmission range; Voice Prompt, Multiple

9




configuration via Web Client, Pushes alarm notification via
SMS or Voice Call; Built-in 4520mAbh lithium backup battery
pentru 12 ore; Uploads alarm reports to ARC; SIA-DC09
Protocol, suporta ambele formate

Contact-ID si SIA-DCS ; Support ISUP 5.0, ISAPI (SDK)
Protocols

21 Detector PIR Detector PIR wireless, imunitate la animale
pana la 30kg, frecventa operare: 868MHz, raza detectie: 15
metri, unghi detectie:
85.9°, zone detectie: 52, transmisie: Tri-X Wireless, criptare:
AES-128 Encryption,
transmisie in camp deschis: 1600m, SEC (Smart Environmental
Control) - Advanced
digital signal processing si 3D optics, complet configurabil la
distanta prin APP, 2 x
tamper,

22 Sirene de exterior Sirene de exterior wireless),
frecventa de operare: 868 MHz, comunicare bidirectionala Tri-
X wireless protocol,
distanta de comunica RF: 1600metri, criptare: AES-128, 2 x
tamper, Strobe light
BLUE, nivel sonor: 110 dB, 3 tipuri de sonerii de alarma:
alarma la efractie, alarma la
incendiu si alarma panica, complet configurabil la distanta prin
APP, freventa
saritoare impotriva bruiajului, IP65, temperatura de
functionare: -20
°Cla 60 °C

23 Buton de panica Buton de panica -Telecomanda wireless, distanta comunicare:

900m in camp deschis, frecventa de operare: 868 MHz,
transmisie: Tri-X Wireless Technology,

criptare:AES-128, distanta de transmisie RF: 1000m in camp
de deschis, protectie

pentru apasare accidentala, IP54, waterproof

1C




Conditii de garantie

Garanfia echipamentelor va fi in conformitate cu solicitirile mentionate in tabelul cu
specificatii.

4. Criterii de atribuire

Criteriul de atribuire este pretul cel mai scazut, care se va aplica pentru ofertele care indeplinesc
cerintele din prezentul caiet de sarcini.

5. Servicii prestate si termene de livrare

Pentru buna derulare a implementarii, autoritatea contractanti impune urmaitoarele conditii
referitoare la termenele de livrare:

e livrarea echipamentelor, instalarea i punerea in functiune se va face in termenul de
valabilitate a contractului;
e instalarea si configurarea se va realiza la locatia pusa la dispozitie de beneficiar
e asigurarea garantiei pentru pe o perioadd de minimum 24 de luni pentru intregul sistem.
Ofertele care nu respectd cerintele tehnice (punct 3) si conditiile de garantie (punct 4) si
constringerile referitoare la serviciile mentionate si termenele de livrare (punct 6) vor fi
respinse.
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